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Type A Drill Collar Slip 

 

 
 

Description:  Slips are used to hold drill collars when making or breaking connections.  They have a 
4” taper and ship complete with inserts and steel handles.  Specify safety / flex handles if required. 
 

Part Number  Cross 
Reference 

OD Size 
in 

Weight 
lbs 

Spare 
Insert 

# 
Req’d 

Weight 
lbs 

709-300-0100 20-111 3 - 4-1/4 136 

797-000-0000 
(20-103) 

21 

0.3 

709-320-0100 20-111-1 3-1/4 - 4-3/4 128 24 

709-420-0100 20-112 4-1/4 - 5-3/4 112 27 
709-540-0100 20-113 5-1/2 - 7 117 30 

709-660-0100 20-114 6-3/4 - 8-1/4 118 33 
709-820-0100 20-115 8-1/4 - 10 120 36 

Replacement Parts 
    707-000-0200 
    707-000-3000 
    707-000-0100 
    707-000-0600 
    707-000-0700 

 
08-102 
08-103 
20-101 
20-102 
20-104 

Description 
Handle 
Handle Pin with Cotter 
Hinge Pin with Cotter 
Insert Retainer Pin with Cotter 
Insert Retainer Pin with Cotter (8-1/4 - 10 only) 

 
2.5 
0.2 
0.9 
0.1 
0.1 

 
 
 
 
 
 
 
 
 
 
 
 


