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Type DU Rotary Slip 

 

 
 

Description:  Slips are used to hold tubulars when making or breaking connections.  They have a 4” 
taper and ship less liners and with steel handles.  Specify safety / flex handles if required. 
 

Part Number  Cross Reference Slip Size 
in 

Liner Size 
in 

Weight 
lbs 

DU Regular (18 Liners Required) 
7613-59 03-114 4-1/2 N/A 123 

7613-60 03-116 5-1/2 N/A 128 
7613-62 03-118 7 N/A 132 

DU / SDU Long (24 Liners Required) 
7613-64 03-115 4-1/2 N/A 150 

7613-65 03-117 5-1/2 N/A 162 

7613-66 03-119 7 N/A 192 

4-1/2” Slip Liners (Other Sizes Available Upon Request) 

7613-A-81 03-120 4-1/2 4-1/2 0.8 
7613-FF-81 03-121 4-1/2 4 1.0 

7613-C-82 03-122 4-1/2 3-1/2 1.5 
7613-B-82 03-123 4-1/2 2-7/8 2.0 

7613-A-82 03-124 4-1/2 2-3/8 2.3 

7613-M-82 03-125 4-1/2 2-1/16 2.5 
7613-H-82 03-126 4-1/2 1.900 2.8 

5-1/2” Slip Liners (Other Sizes Available Upon Request) 

7613-H-81 03-130 5-1/2 5-1/2 1.0 

7613-G-81 03-131 5-1/2 5 1.5 
7613-E-81 03-132 5-1/2 4-1/2 2.0 

7613-D-81 03-133 5-1/2 4 2.3 

7613-E-82 03-134 5-1/2 3-1/2 2.3 
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Type DU Rotary Slip 

 
 

Part Number  Cross Reference Slip Size 
in 

Liner Size 
in 

Weight 
lbs 

7” Slip Liners (Other Sizes Available Upon Request) 

7613-EE-81 03-140 7 7 1.3 
7613-DD-81 03-141 7 6-5/8 1.8 

03-146 N/A 7 5-7/8 3.0 

7613-Z-81 03-142 7 5-1/2 3.3 
7613-Y-81 03-143 7 5 3.8 

7613-W-81 03-144 7 4-1/2 4.0 
Replacement Parts 
    7613-5195 
    7613-A-12 
    7613-5187 
    7613-A-52 
    7613-A-67 
    7613-B-12 
    7613-C-12 
    7613-211 

 
03-102 
03-105 
03-101 
03-104 
03-103 
03-106 
03-107 
03-108 

Description 
Rear Handle 
Hinge Pin with Cotter 
Front Handle 
Liner Retainer Key with Cotter (Regular) 
Liner Retainer Key with Cotter (Long) 
Front Handle Pin with Cotter 
Rear Handle Pin with Cotter 
Hinge Spring Assembly 

 
5.0 
1.3 
4.0 
1.5 
1.8 
0.3 
0.4 
1.3 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


