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Type UC-3 Casing Slip 

 

 
 

Description:  Slips are used to hold casing when making or breaking connections.  They have a 3” 
taper and ship complete with liners and steel handles.  Specify safety / flex handles if required. 
 

Part Number  Slip Size 
in 

OD Size 
in 

Weight 
lbs 

Spare 
Liner 

# 
Req’d 

Weight 
lbs 

7704-5028 10-3/4 10-3/4 160 7704-A-8 10 3.5 

7704-5029 10-3/4 9-5/8 180 7704-A-9 10 7.4 

7704-5025 13-3/8 13-3/8 195 7704-A-38 12 3.8 
7704-5026 13-3/8 12-3/4 222 7704-A-92 12 5.8 

7704-5027 13-3/8 11-3/4 228 7704-A-39 12 10.2 
7704-5036 16 16 226 7704-A-99 14 3.5 

7704-5034 20 20 283 7704-A-99 17 3.5 

7704-5035 20 18-5/8 325 7704-A-9000 17 6.0 
7704-5001 24 24 312 7704-A-99 19 3.5 

7704-5002 24 22-1/2 359 7704-A-5000 19 6.0 

7704-5006 26 26 325 7704-A-100 21 3.5 

7704-5005 30 30 367 7704-A-100 24 3.5 
7704-5007 36 36 437 7704-A-100 28 3.5 

7704-5019 42 42 495 7704-A-100 32 3.5 

Replacement Parts 
    7704-A-17 
    7704-A-16 
    7704-B-16 
    7704-A-29 
    7704-5024 

Description 
Handle 
Handle Pin with Cotter 
Hinge Pin with Cotter 
Liner Retainer Key with Cotter (Old Style) 
Keeper Assembly with Bolt and Washer (New Style) 
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